
Technical Details

Get in touch
We are happy to help! Please feel free to contact us for any inquries or 
assistance you may require

Platten width mm 600 1200 1500 2000 2000

Platten lenght mm 700 1200 1500 2450 4000

Mold thickness min. mm 2 x 300 2 x 400 2 x 500 2 x 500 2 x 400

Mold weight max. kg 2 x 1000 2 x 2500 2 x 2500 2 x 4000 2 x 4500

Clamp stroke mm 600 800 1700 1700 1700

Clamping force kN 400 1200 1500 2000 2720

Hydraulic drive kW 45 30 59 62 73

Air consumption                                                                                     according to article volume and throughput

Air pressure (required utility air pressure) bar 8 8 8 8 8

Cooling performance for hydraulic sys-
tem (water inlet temperature 30 °C)

max. 
kJ/h 58500 68600 72600 60000 N.N.

Cooling performance for blow Mold 
and extruder feed zone HDPE/HMWPE

kJ/h
kg/h 850 850 850 850 850

Mold

Blow molding machine

Approximate utilities

* All descriptions, pictures, data and dimensions are not binding upon us. Kautex Maschinenbau System GmbH reserves the right 
  to change designs and specifications without notice.
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height
KBS20 - 4,5m
KBS480 - 11m 

lenght
KBS20 - 7,0m
KBS480 - 16,2m 
 

width 
KBS20 - 7,0m
KBS480 - 12m  

KBS20 KBS120 KBS241  KBS361 KBS480


